
Due to the regular upgrades of systems and products,  could not guarantee exact consistency 
between the actual product and the written information in this manual.(H)

OPERATION INSTRUCTION
4-Wire Villa Video Intercom System

Indoor Monitor
User Manual

94H2_V1.1.241231
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94703H2

PRODUCT OVERVIEW
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1 Door 1

2 Door 2

3 Camera 1

4 Camera 2

5 Output (Connect to the next indoor)

6 Input (Connect to the last indoor)

7 DC 12V input

8 Gate relay output

10
Jumper : 
    Connect it to turn on the call button backlight of outdoor station.
    Disonnect it to turn off the call button backlight of outdoor station.

9 Video output

3 4

CONNECTION PORT

DescriptionNO.

FUNCTION DESCRIPTION

Microphone1

Display screen2

Function button3

Power indicator4

5 Door1 indicator

6 Door2 indicator

7 SD card slot

8 Speaker

9 Connection port

10 AC power plug （100-240V）

DescriptionNO.

Intercom / Transfer

Monitor

Door unlock

Gate unlock

Answer / Hang up / Return

Increase / Up / Video record

Menu setting  / Confirm

Reduce / Down / Snapshot

SD card

Description

* For the models with touch button

Icon

10
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WIRING DIAGRAM
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WIRE SPECIFICATION

Please pay attention to the name marked on the sticker of the machine to avoid wrong connection.

Wiring requirement:

Transmission ＜30 m (4 x 0.65 mm  )

1. 4-core ordinary unshielded and shielded wiring cable;

2. The effective distance from the outdoor camera to the furthest indoor monitor;
2

Transmission ≤50 m (4 x 1.0 mm  )

3. When the distance is more than 50 m, it's best to choose shielded wire.
    Connect the shield terminal to GND.

Three-wire shielded cable + SYV75-3 video cable

2

Integrated video surveillance cable with power cord(2 x 0.5 mm  +75-3)2

DC12V
AUDIO

GND
VIDEO

DC12V
AUDIO

GND
VIDEO

DC12V
AUDIO

GND
VIDEO

DC12V
AUDIO

GND
VIDEO

DC12V
AUDIO

GND
VIDEO

DC12V
AUDIO

GND
VIDEO

If it is a shielded wire, it must be connected to GND.
shield shield

DC12V
AUDIO

GND
VIDEO

DC12V
AUDIO
GND

VIDEO

4. If user wants to use CAT5 or CAT6 or CAT6E network cable, the effective distance from the 
outdoor camera to the furthest indoor monitor will be limited. For unshielded network cable, the 
distance will be up to 20 m. For shielded network cable, the distance will be up to 40 m. So CAT5 or 
CAT6 or CAT6E network cable is not recommended. CAT5 or CAT6 or CAT6E network cable consists 
of 4 pairs of twisted pairs(8 wires), here one pair of twisted pair will be used as one cable. Green & 
White+Green, Brown& White+Brown, Orange& White+Orange, Blue& White+Blue.

SPECIFICATION

Display Screen
Resolution
Communication Mode
Talking Time
Standby Current
Working  Current

Power Supply

Working Temperature
Installation
TF Card
Video Format

7-inch/10.1-inch
1024*600
Two-way communication
120S
≤ 120mA
≤ 250mA

External switching power supply: DC 12V
Built-in power supply (Optional)
-10℃ to 50℃
Surface mounting
≤ 128GB
AHD / CVI / TVI / CVBS

6. Keep at a distance of more than 30cm with AC power to avoid interference.

7. Away from the water, magnetic field and chemicals.

INSTALLATION

15
0-

16
0c

m

Note:
1. Please be far from the devices with intense radiation: TV, DVR, etc.

2. Do not disassemble privately to avoid the electric shock.

3. Do not drop, shake or knock the device, otherwise will damage the elements.

4. Choose the best position to install, the horizontal view is 150cm.

5. Please power down before installation.
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OPERATION AND SETTING

Red icon: The motion detection is ON
Grey icon: The motion detection is OFF

 Home mode: Normal mode

SD card status

Call log

Motion detection log

Manual log

Alarm log

Away mode: Visitor will be reminded to leave a message when 
                           there is a call (SD card is required)

DND mode: Do not disturb, the monitor is mute under this mode

SETTING

SystemSystem

The Device ID is an important configuration of the equipment in the system. It must be configured 
correctly, otherwise it will not work properly. If the current device is connected to the outdoor unit, it 
must be set to 1, and the others slave monitors must be set 2/3/4/5/6 then work normally. 

Please prepare a SD card without any data saved inside. The system support up to 128GB SD card(not 
included). When use 16/32GB TF card, please format with FAT32 on the computer before use. When use 
64/128GB TF card, please format with EXFAT on the computer before use.

Please insert the SD card into the SD card slot of the indoor monitor. Please note if no SD card, there will 
be no function for motion detection and no records could be saved in the indoor monitor. And also no 
digital frame function .

Please format the SD card with the device again. Please save the pictures or ringtones under correspond-
ing folder of the SD card. For example, put the pictures under “DIGITALFRAME” folder and put the 
ringtone music under “RINGTONE” folder.

Factory Reset settings: All parameters are reset to factory mode. 

System

Date & Time

English

1

Touch Tone

Factory Reset

Firmware Update

Restart

Formatting SD Card

Free / Total

Device ID

Digital Frame

ON

OK

OK

OK

OK

14G / 14G

T7H-VA1.0-20240509

Language

Firmware Version

2024-08-12 Mon

9

3

0

1
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SystemDigital Frame

Note :
The pictures must be saved under DIGITALFRAME folder of the SD card first.
The format of the picture is JPG, and the resolution should not exceed 1920*1080.
Standby Mode: Set as Digital Frame, Clock, Black Screen.
The digital frame function will be turned off automatically when motion detection is enabled.

SystemDate & Time

Change the date format.

1

6

15

DEVICES

The input video signal must be accurate, otherwise the video signal will not be displayed correctly. 

Please turn on (Motion Detection) if you want receive notifications when there is something in front of the 
door. 

Please turn on Motion Screen Popup if you want popup screen automatically when something in front of the 
door.

RINGTONE

Choose the ringtone saved in the device or SD card. 
Adjust the ringtone volume and duration.
The ringtone volume of the outdoor station could not be higher than indoor monitor.
Set ringtones for different time periods.（If it exceeds these three time periods, the ringtone of  the first 
time period will be used by default.）

2023

01Month

Day

Hour

Minute

Date Format

Year

01

00

07

YY-MM-DD

System

Date & Time

Digital Frame

Black Screen

5SPicture Carousel Speed

Background Music

Background Volume

Standby Mode

OFF

8

System

Date & Time

Digital Frame

Unlock Time

Video Standard

Video Signal

Recording Type

Visitor Message

Motion Detection

Motion Detection Duration

Motion Screen Popup

Motion Alarm

2S

ON

PAL

AHD1080

Video Record

OFF

OFF

20S

OFF

OFF

Enable

Door1

Door2

Camera1

Camera2

Device

1

Setting

Selection

Start
Hour

End
Hour

Duration
Second

Volume Door Volume

06 06 10 7 7

Door1

Door2

10 19 10 8 8

20 05 5 6 6
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MONITOR

Door1 > Door2 > Camera1 >Camera2

Snapshot

Video record

Door unlock

Gate unlock

Answer  / Hang up

Zoom out

Zoom in

Volume

Brightness 

Contrast 

Saturation

DOOR 1

Door1 2024/05/20 16:18:53

AHD1080 DOOR 1

Door1 2024/05/20 16:18:53

AHD1080

MEDIA

Check the music and picture on the SD card. The pictures and music must be saved under MEDIA  folder of the 
SD card first.

RECORD

Make sure first the SD card inserted into the slot of the intercom and can work normally  to save all of the records 
and play back.

Long press the file to enter the delete option.

1/1

music2.mp3

music3.mp3

music4.mp3

Music

music1.mp3

Picture

Music

1/1

Read

Read

Unread

Unread

2023041509325-002-Door1.mov

2023042609395-003-Door1.mov

2023050109395-004-Door1.mov

2023051909395-005-Door1.mov

Call

Motion det.

Manual

Alarm

All read

Delete

Delete all

OFF



15

LOCK

INTERCOM

Internal calls between different extension indoor monitors.

This is for gate lock. Please connect the gate lock with master monitor directly.

1 2 3 4 5 6 ALL


